
Leaf Lamp Series 
Pendant
The Leaf Lamp pendant brings spaces to life with its color-
ful shade and eye-catching profile. The lamp is crafted from 
clusters of individual wool felt pieces that conceal discreet 
LED-lighting units. As the lamp radiates pure, white light, 
the felt components absorb background noise to balance 
the acoustics. The lamp creates a focal point that changes 
the perspective of time spent in waiting areas, terminals, 
and corporate environments.

Sustainability Information

• Certified Oeko-tex standard 100 wool felt
• 100% certified sourced, untreated  birch wood from 

responsible forestry
• Metal parts: powder coating with zero chemicals on 

the SIN-list
• The branchwork is clicked together without the use 

of any adhesive
• PVC- and Halogen-free cables
• Each part can be replaced individually for easy 

maintenance during the product’s life cycle

Variations

• Leaf Lamp Pendant

Materials & Finnishes

All leaves are made of 3mm thick wool felt. The felt is available in 80 different colours and can be combined into unique 
mixes.The wooden dowels are made from untreated birch wood.

Light source: 1 x E27 socket, max 25W. LED recommended (not included). Each pendant comes with a cotton
weaved rope and an electrical cable. Cord: 230 V white textile cord with the lenght 3 m and rope length, 3 m.

Standard Colours Custom Colours

Warranty

5 year warranty. At the end of the lifecycle, all parts can be 
separated to material level and recycled.



Leaf Lamp Series 
Pendant

Maintenance & Cleanbility

For maintenance of the Leaf Lamp Series, we recommend using an electric leaf blower. Blow through the whole lamp 
for about five minutes. Cleaning can also be done with a fether duster.

Recommended intervals of cleaning are every 6th to 12th months.

Sizes & Measurements

Name: Leaf Lamp Pendant

Article Number: LLP130

Weight: 7 kg

GLOBAL
Carlsgatan 3
211 20 Malmö, Sweden
+46 (0)40 600 93 30

AMERICAS
15 Main St #244
Watertown MA, 02472 USA
Toll Free: 1 (877) 582-8664

Standards & Certifications

• Acoustic Impact Analysis 121109 ENG
• B-s1 (felt tested)
• Standard UNE 23727:90 Class reached M1 (felt only)

• CE Certified

• Oeko-tex (felt)


